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PRODUCT: 
 

PD1010       HEAVY DUTY CLEANER / WATER BASED SEALER REMOVER 
 
DESCRIPTION 
 

Classification: liquid cleaner 
WHMIS: D-2B 
Degreasing cleaner formulated for deep cleaning and remover for waxes and water based sealers and acrylic floor finishes. 
  
TECHNICAL DATA: 
 

Alkaline cleaner without ammonia or phosphates. 
PH (concentrated) : 9.2 – 9.4 
Color: clear  transparent. 
Fast evaporation. 
May damage sealers when used as a concentrated cleaner. 
Odor: Low. 
Flammability: N/A 
 
PERFORMANCE: 
 

Meets Long Term Removability Properties of Emulsion Floor Polishes test ASTM D 1792-06 
 
ENVIRONMENTAL DATA: 
 

VOC: 0. 
Biodegradable. In conformity with OCDE 301 E rule. 
Meets Terra Choice / Écologo specifications – Floor stripper CCD :147B 
 
APPLICATIONS: 
 

Specially formulated to deep clean natural stones, ceramic and porcelain tiles and concrete surfaces. 
Removes waxes, water based acrylic floor finishes on natural stones, vinyls, VCT tiles and concrete. 
Can remove pre-mixed grout residues 
Surfacing : safe for all surfacing materials.   
Counters, floors and walls.  
Residential, commercial and institutional use. 
 
DIRECTIONS : 
 

CAUTION: It is required to test first the product on a small and adequate area to make sure that there are no incompatibilities 
between the product and the material on which the product is to be used on and therefore determine suitability and that result will 
meet consumer's expectations. 
It is also required to always protect the neighboring area against unexpected contact with the product used (spills, splashes, etc) in 
order to prevent that surrounding material would be irreversibly altered and restored only by its replacement.  
Product should be used at room temperature, between 10 and 25oC 
Wearing of gloves, safety glasses and long sleeve clothing is recommended during application. 
 
REMOVING:  
Time and concentration of stripping solution required for the work will vary with the chemical composition and the number of coats of sealer 
or floor finish to be removed.  
Dilution rate : Mix 1 part of cleaner with 2 to 4 parts of warm or hot water.  
Work in sections to never let the stripping solution dry on the surface.  
Spread generously and let the solution work 5 to 10 minutes while scrubbing with a SANITEN Black Scuff Pad TP250.  
For large areas, use a low speed buffing machine with a black scouring pad.  
Remove stripping solution, if possible, using a wet vacuum.  
Rinse thoroughly with warm clear water.  
Allow to dry 24 hours before applying a sealer or an acrylic floor finish.  
 

 
 
 



DEEP CLEANING:  
Cleaning solution concentration required will vary with the dirt condition and the porosity of the floor to be cleaned.  
Manually performed deep cleaning without prior dilution:  
Pour the cleaner strait from the bottle on the surface and spread with a SANITEN Black Scuff Pad TP250 or a brush. Let the solution work 3 
to 5 minutes. Work in sections to never let the stripping solution dry on the surface. 
Add an equivalent amount of warm to hot water on the surface and scrub. Let the solution work another 3 to 5 minutes while scrubbing. 
Remove the solution with a mop or preferably with a wet vacuum, rinse thoroughly and pick up. 
Manually performed deep cleaning with prior dilution: mix 1 part of cleaner with 1 to 2 parts of warm water   
With a mop spread a generous amount of cleaning solution on the surface and let work 3 to 5 minutes. Work in sections to never let the 
stripping solution dry on the surface Scrub the surface from time to time if required. Remove cleaning solution, rinse and pick up. Repeat if 
necessary. 
 

DEEP CLEANING:  
Mechanically performed deep cleaning without prior dilution:  
Work by sections never to allow cleaning solution to dry during the cleaning procedure. 
Spread the cleaner on the floor while agitating the brushes but without picking up the solution during the passage.  Let the solution work 3 to 
5 minutes. At the second passage, add hot water while still agitating the brushes and pick up. 
Mechanically preformed deep cleaning with prior dilution: mix 1 part of cleaner with 1 to 2 parts of warm water.   
Work by sections never to allow cleaning solution to dry during the cleaning procedure. 
Spread the cleaning solution on the floor while agitating the brushes but without picking up the solution during the passage.  Let the solution 
work 3 to 5 minutes. At the second passage, add hot water while still agitating the brushes and pick up. 
 

REGULAR CLEANING:  
Manually performed routine cleaning: mix  1 part of cleaner with 30 parts of warm water.  (125ml of cleaner with 4 liters of warm water)  
With a mop spread a minimal amount of cleaning solution on the surface and wipe.  
For stubborn stains, increase cleaning solution concentration to be applied on the stain and allow to work 3 or 5 minutes, scrub and pick up. 
Rinsing with clear water is optional.  
Mechanically performed routine cleaning: mix 1 part of cleaner with 40 parts of warm water.  (100ml of cleaner with 4 liters of warm water) 
Increase concentration if required. 
Spread the cleaning solution on the floor while agitating the brushes and pick up during the passage. 
For stubborn stains, increase cleaning solution concentration to be applied on the stain and allow to work 3 or 5 minutes, scrub and pick up. 
 
COVERAGE: 
 

Varies with the cleaning concentration required and the surface condition. 
 
PACKAGING: 
 

CODE   FORMULA       SIZE   PACKING 
PD1010-01  Concentrated       946ml  Case of 12 bottles 
PD1010-04  Concentrated       4 liters  Case of 4 bottles 
PD1010-20  Concentrated       20 liters  1 pail 
 
CAUTION: 
 

Keep out of reach of children 
MAY IRRITATE EYES    Do not get in eyes or on skin. Do not swallow. 
Wearing of gloves, safety glasses and long sleeve clothing is recommended during application. 
Protect baseboards made of varnished hardwood, plywood or MDF fiber. Cleaner could attack the glue in the baseboards and make them 
swell and could remove partially the varnish on the baseboards 
 
HANDLING AND STORAGE : 
 

Avoid from freezing. 
Store in original container, well closed in a dry area at room temperature. 
Shelf life: 2 years 
 
TECHNICAL SUPPORT : 
 

Refer to the web site www.saniten.ca or call 450-777-1536. 
 
 
N.B.  All information here above is accurate. But having no control over the conditions of utilization of the product, we cannot assume any 
responsibility, legal or other, in regards of the results and/or any prejudice derived from. 
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