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PRODUCT: 
 

PS400   PENETRATING SEALER – MICROTECH 
 
DESCRIPTION 
 

Classification: Penetrating sealer 
WHMIS: D-2B Toxic Product 
Water based penetrating sealer formulated to protect natural and quartz composite stone surfaces. 
 

TECHNICAL DATA : 
 

Water based fluorosiloxane sealer 
Excellent water and oil repellency 
PH: 7.8 
Color: translucent 
No color enhancement  
No gloss 
Odour : faint  
Does not form a superficial film when dry 
Flammability: N/A 
 
ENVIRONMENTAL DATA : 
 

Low VOC: < 20gr / liter 
Biodegradability: N/A 
 
APPLICATIONS: 
 

Protect against household dirt and stains 
Provide a water repellent and oil repellent protection 
Surfaces: floors, walls, counters and backsplashes 
Type of surface: polished, vitrified, honed, brushed or textured 
Surfacing: slate, marbles and other calcareous stones, quartz composite stones, granites and natural stonesand cement grout joints 
Residential, commercial and institutional applications. 
Interior and exterior applications 
 
DIRECTIONS : 
 

CAUTION: It is required to test first the product on a small and adequate area to make sure that there are no incompatibilities 
between the product and the material on which the product is to be used on and therefore determine suitability and that result will 
meet consumer's expectations. 
It is also required to always protect the neighboring area against unexpected contact with the product used (spills, splashes, etc) in 
order to prevent that surrounding material would be irreversibly altered and restored only by its replacement.  
Product should be used at room temperature, between 10 and 25oC 
Wearing of gloves, safety glasses and long sleeve clothing is recommended during application. 
 

Surface must be dry, thoroughly clean, sound, and free of all foreign matter including previous sealers and grout stains  
New grout: wait 7 to 14 days, or as per manufacturer's recommendation, to allow proper curing of new grout. 
Apply a coat evenly on the surface with a SANITEN Green Scuff Pad TP350 or a paint brush. 
Allow the sealer to sit 15 to 20 minutes. Do not allow the sealer to dry during that period of time. Add more sealer or spread excess sealer on 
the surface. 
Remove excess sealer on the surface and let dry for 30 minutes. 
After this time, wipe dry the surface making sure that all residues are gone on polished surfaces, metal and glass inserts,  
Sealer gains full strength after 72 hours. 
Afterwards, you can verify if the protection is adequate by putting a few drops of water on the sealed surface and if after a few minutes the 
water still beads and there is no color enhancement under the water drops then you can say that the protection is adequate. 
Apply more sealer if required. 
Vertical applications: make sure there are no accumulations of sealer on the grout joints at the top of every tile to prevent excess sealer to 
slowly leek and create streaks on the surface of the tiles. 
 
 



SURFACE RESIDUES: 
 

In case of superficial residues after the drying period, scrub softly the surface with a fine grade steel wool or a SANITEN Green Scuff Pad 
TP350 in the presence of marble and glass to remove residues. This should be performed no longer than 48 hours after sealing to avoid 
using a remover. 
 
DRYING PERIOD : 
 

Dries within 1 to 3 hours 
Reaction time: 72 hours 
Normal circulation or use generally after 72 hours. 
 
MAINTENANCE:  
 

Use SANITEN All purpose cleaner N313 or Neutral Floor Cleaner N300 
 
COVERAGE: 
 

Varies with the porosity and the texture of the surface and the method of application 
1 liter covers approximately 25m² (250ft²)  
 
REMOVER:  
 

Use SANITEN Heavy Duty Cleaner / Water based Sealer Remover PD1010 
 
PACKAGING: 
 

CODE         SIZE  PACKING 
PS400-01       946ml  Case of 12 bottles 
PS400-04        4 liters  Case of 4 bottles 
PS400-07       700ml  Case of 12 bottles 
PS400-20       20 liters  1 pail 
 
CAUTION: 
 

Keep out of reach of children 
MAY IRRITATE EYES    Do not get in eyes or on skin. Do not swallow. 
Wearing of gloves, safety glasses and long sleeve clothing is recommended during application. 
Test first on a small area to assure results and suitability 
 
HANDLING AND STORAGE: 
 

Avoid from freezing. 
Store in original container, well closed in a dry area at room temperature. 
Shelf life: 2 years 
 
TECHNICAL SUPPORT: 
 

Refer to the web site www.saniten.ca or call 450-777-1536. 
 
 
N.B.  All information here above is accurate. But having no control over the conditions of utilization of the product, we cannot assume any 
responsibility, legal or other, in regards of the results and/or any prejudice derived from. 
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